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Weight: g/pcs RoHS Compliant
1000+£10mm
—{25£5mm|—
—50£5mm—
\_® Half Peeled:8.0t1.0mm—|—|
PIN ASSIGNMENT
Technical requirements: P1 Color Stranded Wire P2
-100% inspection of products. f .
-Compliant with ROHS requirements. 1 White White/Brown Half Peeled
-Tensile Strength Standard Compliant with UL486A. 2 Brown Twist Together Half Peeled
3 Green Green/Yellow Half Peeled
4 |DTP06-4S-HS DTP06-4S Wire clip, PBT orange PCs | 1 4 Yellow  |TWist Together| o pegled
3 |DTP06-4S DTP06-4S PA66 VO Grey 04Pin Male Housing PCS 1 S@RA R
2 |DTP1062-12-0166 DTP1062-12-0166 High precision phosphor copper Tin Plated Female Terminal 12-14AWG PCS 4 ,
T
1 |UL24644W1498BK0224 UL2464 14AWG*2P(White/Brown;Green/Yellow) OD:9.8mm PVC Jacket, Color:Black MM | 1020 SCONDAR ELECTRON lC Ll:l)'XlCL-II;/ED
NO PART NO DESCRIPTION UNIT | QTY | REMARK TOLERANCES: +0.3mm & =3 |UNIT:mm 1 of 1
R
REVISIONS DATE 2026.08.10 | SCTPIN SCT-RW0001 e
REV DESCRIPTION DATE ECN NO.
DRAWN BY Yao CUSTOMER P/N
A | INITIAL RELEASE 2026.08.10 \
CHECKED BY Xiong CUSTOMER Robot Wiring Wire Harness
. TITLE: DTP06-4S 04Pin Male Housing To Half Peeled:8.0mm UL2464 14AWG*2P
APPROVED BY Lisa (White/Brown;Green/Yellow) L=1000mm
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